Sta‘gen®

designed hardwood flooring
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Why Stalgen?

Engineered floor boards are suitable for installation in the premises with variable temperature and air moister
content as well as on the all other common subfloors indoor. One of the most popular applications is to install
the floor boards directly on the heated floors (electric or water pipe heated underfloor). Engineered
construction of multilayer floor board entails increased dimensional stability during all lifetime. The density of
plywood and top layer are the same - 700 kg/m3. Thermal conductivity A=0,17 W/(mK) for oak and plywood
guarantee smooth and efficient heat flow. It makes the heating more cost effective. Fragmented plywood
underlay and core-layer distress the floor board.
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Stirol free filler

Ultra low formaldehyde birch playwood
Hotmelt polyurethane glue

Water resistant joint

3,2 mm and 4,5 mm wear layer

Wear layer and plywood density 700 kg/m3
Excelent thermal conducitivity 0,17 W/(mK)
Fragmented plywood underlay for 16/4,5 mm
Grooved plywood undrelay for 12/3,2 mm
Easy installation

Increased dimensional stability

Structured surface

Surface coating with natural oil or wardwax oil

0% 0% - 0% ULEF

VOC VOC — VOC l d
filler oil — ‘ - glue RAAES
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12 mm multilayer floor boards

Wood specie oak ash

Width 135/165 /185 mm 165/185 /210 mm
Thickness 12 mm

Top layer 3,2mm

Length 600-1800 / 1800 / 2200 / 2500 / 2700 / 2900 mm
Surface structured / medium structured / deep structured

Coating hardwax oil / natural oil
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16 mm multilayer floor boards

Wood specie oak

Width 210/240/ 260 /300 mm

Thickness 16 mm

Top layer 4,5 mm

Length 600-1800 / 1800 / 2200 / 2500 / 2700 / 2900 mm
Surface structured / medium structured / deep structured

Coating hardwax oil / natural oil
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parquet

Wood specie

Construction

oak

multilayer solid

12 mm 15 mm
135 mm 100 mm

540 /675 /810 300 /400 / 500 / 600 / 700 / 800

structured / medium structured / deep structured

hardwax oil / natural oil



"chevron" parquet

Wood specie
Construction

Thickness
Width
Angle
Surface

Coating

oak

multilayer solid
12/3,2 mm 15 mm
135 mm 100 mm
45° /52° / 60°

structured / medium brushed / deep brushed

unfinished / hardwax oil / natural oil




traditional solid parquet

Wood specie
Thickness
Width
Length

Surface

Optional

oak

16 mm

68 mm

204 /272 /340 /408 / 476 mm
planed

chevron / tumbled surface



skirting boards

Wood specie
Height
Thickness
Surface

Surface

oak ash
50 mm /70 mm /100 mm 50 mm /65 mm

16 mm
sanded / structured

unfinished / hardwax oil / natural oil




Antique Dark oak

Ebony Gray Graphite Mahagony

- Medium oak Silver

ha rdwax Oil +¥ oxidative hardening

« unlimited color variations

+« excelent chemical resistance

+« environmentaly friendly
+ cobalt free
« natural wood feeling

+ easy to maintain

« localy renewable

Walnut



Antique Clear white Clear Dark oak

Ebony Gray Graphite Mahagony

Medium oak Silver Walnut

+ oxidative hardening h ad rd wax o i I

« unlimited color variations

+« excelent chemical resistance

+« environmentaly friendly
« cobalt free
¥ natural wood feeling

« easy to maintain

« localy renewable



SIA Amber Wood
Address: Rundales iela 11, MeZciems, Jaunsvirlaukas pagasts, Jelgavas novads, Latvija, LV-3001
T.: 437127022220

E-mail: info@amberwood.lv
www.stalgen.com

For reasons of printing technology, colours and structures may vary from the reproductions shown here. Amber Wood reserve the rights to make changes. No responsibility is assumed for errors




